WITH TURNBUCKLES
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FOUR TIE RODS
WITH TURNBUCKLES

THREAD 6" —

BLOCKING FOR 11.25° OR 22.5° VERTICAL BENDS

BLOCKING FOR 45° VERTICAL BENDS

DIMENSION TABLE
TEST CONCRETE | CUBE
Diaw, | PRESSURE | ANl | VOLUME | SIZE | T2 | eygepmEnT
11.25° 6 18
4" 250 22.5° 12 2.3 5/8" 17"
45° 22 2.8
11.25° 14 24
6" 250 22.5° 27 3.0 5/8" 17"
45° 50 37
11.25° 25 2.9
8" 250 22.5° 48 36 5/8" 17"
45° 89 45
11.25° 38 3.4
10" 250 22.5° 75 42 5/8" 17"
45° 139 5.2
11.25° 55 3.8
12" 250 22.5° 108 48 Sig" 17
45° 200 5.8 7/8" 24"
11.25° 75 4.2 5/8" 17"
14" 250 225° 147 5.3 3/4" 20"
45° 272 6.5 1" 27"
11.25° 98 46 5/8" 17"
16" 250 22.5° 192 5.8 7/8" 24"
45° 3565 74 | 11" 30"

NOTE

STEEL TIE RODS TO BE HEAVILY COATED
WITH ASPHALT AFTER INSTALLATION.
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